ASSEMBLY INSTRUCTIONS -
TWIN TUBE PLUS AND DOUBLE VALANCE:

Whenever you assemble a tent with hardware at or above the
shoulders, wear a hard hat.

Lay out all of the parts on the ground and check against the
parts list to make sure all are accounted for.

Pin the frame:

» With canopy jacks, raise the TTplus crowns off of the
ground and pin all rafters to the crowns.

* Pin the rafters to the intermediate and corner
brackets.

« Starting at a corner, pin the perimeters to the
intermediate and corner brackets until the entire
perimeter is pinned together. Raise or lower the
crown with the jack, as necessary, to get it all
pinned.

With the frame pinned, install the cables:

* Install the long spreader cables across the width of the
frame. Attach the carabiners of the long cable to the
rings on the intermediate brackets. Attach the short
cable from the crown to the center of the long cable.
Adjust the turnbuckle on the long cable as necessary.

Raise the frame and install the legs:

* Attach the canopy jacks to the intermediate and corner
brackets along the length of the frame.

* Crank the jacks simultaneously until the frame is high
enough to install the legs. Note: It is easier to install
the legs with the base plates pinned in the leg. Insert
and pin the legs in place.

For easy assembly we recommend:
* Steel toe shoes * Hard helmets

* Safety gloves e Utility aprons

* Step ladders  * Drop cloths

* Cleaning supplies

For first time assembly we also
recommend:
* Read instructions thoroughly.

* Make sure you have everything on the
parts and shipping lists as soon as you
receive the shipment.

* Use the recommended number of jack
lifts:

20x20=2 20x30=3 20x40=3

30x30=3 30x40=4 30x60=5

40x40=3 40x60=4 40x80=5

* Pre-assemble legs and baseplates
before you start the installation.
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* Remove the jacks, position them on the other side of
the tent and repeat the process. If this tent has a wind
kit, install the remaining intermediate braces now.

Pull the top fabric over the frame:

* Install the mid's first.

« Attach the rope to the pull rings on top of the fabric.
Insert the keder into the rafters. Fold the valance back
over the top of the canopy. Feed the keder from one
side while the ropes are pulled from the opposite side.
Evenly pull both sides of the fabric up and over the
frame through the keder channels.

« Install the ends the same way, except only one rope
pulls the keder and the other rope guides the non-
keder side.

Stake it down:

* Drive a stake through the hole in each base plate. If
you have the wind kit, set the stake bars and ratchets
in the corners. We recommend that you add guylines
and stakes to all legs when inclement weather is
expected.

Tighten the fabric:

* Thread the 2" web through the corner and
intermediate brackets and pull to tighten.

« Tighten the tops. Thread the web belt through the
large valance rings at a corner. Use the S-hook on
a 1" web & ratchet to capture both small web rings.
Attach the 1” web’s other S-hook to the hole in the
base plate toe. Tension the web with the ratchet
to secure. Repeat at all remaining corners and
intermediates.
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