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• If erecting a 40' wide, splice the 2x6 Blue to the 
2x6 Yellow before starting assembly. 

	 See fig.1.
 

Pre-assemble the legs and base plates. See 
fig.2 & fig.2a.

1. Lay out parts according to schematic.
2. Build rafter section.   See fig.3

•Connect rafter tubing sections to the universal 
crown(s).

	 • Connect longer arms of the crown to the rafter 
corners -hips.

	 • When building rectangular tents, connect the ridge 
pole to crown.

Note: It’s easier if a canopy jack holds up the crown 
and rafters.

	 • Make sure that each pin is properly fitted.
	 • Attach brackets to rafters.
	 • Slide all corner and intermediate brackets onto the 

rafter sections and pin in place.

3. Build perimeter.    See fig.4.
	 • Starting at corner bracket, build the perimeter
	  of the tent.

For easy assembly we recommend:
• Steel toe shoes		  • Hard helmets
• Safety gloves		  • Utility aprons
• Step ladders		 • Drop cloths
• Cleaning supplies

For first time assembly we also recommend:
• Read instructions thoroughly.
• Make sure you have everything listed 
   on the parts and shipping lists as  
   soon as you receive the shipment.
• Use the recommended number of jacks: 
	 20x20=2	 20x30=3	 20x40=3
	 30x30=3	 30x40=4	 30x60=5
	 40x40=3	 40x60=4	 40x80=5
• Pre-assemble the legs and base plates  
   before you start the installation.

fig.2

fig.1

fig.2a

Slide a base plate into 
a leg

Pin the base plate with
a 4" Fast Pin

Slide rafter tubing until it hits the stop
Pin the tubing with a Silver Pin

fig.4

Slide perimeter tubing until it hits the stop  
Pin the tubing with a Silver Pin

fig.3

Assembly of the TWIN TUBE:

intentionaltents.com • event.tents@rdstents.com •1.800.235.2607
inTENTional Systems 625 Conklin Rd Binghamton, NY 13903



Note: Install perimeter tubing at the same angle 
as the roof pitch. Raising the crown will help 
draw last corner together.      See fig. 5. 

	 • Install the perimeter sections in sequence by 
connecting the perimeter tubing from one bracket 
to the next.

	 • Permanent Cable — If using permanent cable, 
attach the loop of the longer cable around the 
intermediate bracket arm before sliding the arm into 
the perimeter tubing.   See below.

	 • Non-Permanent Cable If using non-permanent 
cable, attach with a carabiner around the arm of the 
intermediate bracket. [ use longer cable ]

	 See below.

Frame assembly on the ground is complete.

4. Cable assembly- permanent.   See fig. 6.
	 • Loop the short cable over the crown and allow it to 

hang straight down.

	 • Connect the short vertical cable to the long 
horizontal cable. Adjust turnbuckle to assure that the 
cable is tight.

5. Position the top over the frame.
	 • Pull the top [ top sections ] onto the frame.
	 • Lace tent sections together.
	 • Align the tent top on the frame. Check the corners, 

hip areas and crowns to make sure the 
	 top is square on the frame.
	 • Place the web straps from the tent top through the 

channels on the corner and intermediate brackets. 
Feed the web through the buckle and pull down until 
the buckles are positioned in the channels.

Note: Buckle must fall into channel. Buckle can 
be broken if allowed to ride on the corner of 
the channel.   See photos below.

		

fig.5

Slide perimeter tubing until it hits the stop-
Pin the tubing with a Silver Pin

Loop the short cable over the 
crown and allow it to hang down

Pull web until 
snug and buckle 

is in channel

Take web back 
through buckle

Thread web 
around D-ring

Correct 
angle Incorrect 

angle

fig.6
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6. Raise the tent.   See fig.7.
	 • Insert base plates into the uprights. Pin in place.
	 • Position one canopy jack at each bracket location  

along one side of the tent.
	 • Raise the side of the tent evenly and install 

uprights.
	 • With uprights in place, perimeter buckles can be 

attached. Do not tighten at this point. Remove the 
jacks. Position them on the opposite side of the tent. 
Raise the other side of the tent and install all the 
remaining uprights.

	 • Remove the jacks.

7. Tighten tent top.   See fig.8. 

• Fasten buckles from tent top around the perimeter 
tubing of the frame.

	 • Pull down on the valance with one hand and tighten 
the web strap with the other hand.

	 • Pull down on the web straps at the tension channel 
locations [ all corner and intermediate brackets ].

8. Install corner braces.   See fig.9.
Note: Braces are standard on 30' and 40' frames 

optional on 20' and smaller frames.

9. Secure and stake the tent.   
	 • Attach guy ropes to each corner and intermediate 
bracket. See fig.10.

	 Use:   2 ropes in each corner. 
		   1 rope at each intermediate leg.
• Ropes need to be re-tightened on a regular basis.
• Ground and weather conditions will determine the
number and type of stakes necessary.

Attach the web of the canopy jack 
around the arm of the bracket. Raise 

the tent.

Secure buckles around perimeter. 
Simultaneously pull down on 

valance
and tighten web. 

fig.8

fig.9

fig.10

fig.7
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