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How To
Square

a Tent

A Guide on Easily and Correctly Squaring a Tent



How To Square a Tent

TOOLS REQUIRED:
(2) Tape Measures
Marking Instrument (Spray Chalk, Small Spike, Nail)

Every tent installation begins with laying out and squaring the
tent. When done properly, this can help speed the installation
and your tent will look (and perform) beautifully. Follow these
simple instructions and use the chart on the following page for
a perfect tent....every time!

a = Width of the Tent

Determine the approximate area where your \ll BII IIAII -7
tent will be installed. Locate the position for
one corner pole (or leg) and mark this Point
“A”. Place the end of Tape Measure #1 at
this point.

STEP 2

From Point “A”, measure out the width of the
tent and mark it Point “B”. Place the end of
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Tape Measure #2 at this point. o it
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STEP 3 5 S
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Next, using the chart on the following page, < ¢
determine the diagonal measurement, based
on the width and length of the tent. Run Tape
Measure #1 from Point “A” and Tape Measure
#2 from Point “B” toward Point “C” until the two
tapes intersect at the diagonal measurement.
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Doyble check the measurement betwgen . L c D \
Points “C” and “D” to make sure the width is -
correct.
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PYTHAGOREAN THEOREM
The sum of the squares of the lengths
of the sides of a right triangle
is equal to the square of the length
of the hypotenuse.

a’+b’=c?

DIAGONAL MEASUREMENT CHART

WIDTH OF TENT

20 30 40 50 60 70 80" 90 100 | 120

200 | 283 | 361" | 449" | 5310" | 633" | 7210" | 826" | 922' | 1020" | 1217
30 | 361" | 425" | 500" | 584" 671" | 762" | 855" | 9410" | 1045" | 1238"
40 | 449" | 500" | 567" 640" 721" | 807" | 895" | 986" | 1078" | 1266"

45 | 493" | 541" | 603" | 673" 750" | 833" | 919" | 1007" | 1098" | 1281"
50 | 5310" | 584" | 640" 709" 781" | 860" | 944" | 10211" | 111'10"| 1300"

60 | 633 | 671" | 721" 781" 8410" | 922" | 1000" | 1082" | 1167" | 1341"

B 70| 72100 | 762 | 07" 860" 922" | 986" | 1064 | 1140" | 1221" | 13810"
W 75 | 777 | s09' | 850" | 902 960" 1027" | 1098" | 172" | 1250" | 1416
L WO o' | 855 | aow | e44' 1000" | 1064" | 1132 | 1205" | 1281" | 1443
T 90 | 922 | 9410" | 986" 10211" | 1082" | 1440" | 1025" | 1273" | 134%6" | 1500"
& 100 | 1020 | 10as | 1078 | 111100 | 1167 | 1221 | 1281 | 1346 | 1415 | 1563
S 110 | 1o | tae | 1er | 120000 | 12sa | 1305 | 13s0r | 14220 | 1488 | 1629"
= 120 | 1218 | 1288 | 1266 | 1300° | 132 | 13811| 1443 | 1500 | 1s62' | 169"
130 | 1316" | 1335 | 1360" | 1393 | 1432 | 1478 | 1528 | 1581" | 1640" | 17611

140 | 1415" | 1432" | 1457" | 1488" | 1524" | 156%6" | 1613" | 1665" | 1720" | 1845"

150 | 1514 | 1530" | 1553" | 1581" | 1617 | 1656 | 1700" | 17411" [ 1803" | 1920"

160' | 1613 | 1629" | 16411 | 1677" | 17011"| 174%8" | 17811" | 1836" | 1888" | 2000"

170 | 1712" | 1728" | 174%8" | 1772" | 180" | 18310"| 18711" [ 1924" | 1973" | 2080"

180 | 1811" | 1826" | 1845" | 18610" | 1899 | 1932" | 1970" | 2023" | 20511"| 2164"

190 | 191" | 1924" | 1942" | 196%6" | 1993 | 2026" | 2062' | 2103" | 2149" | 2249"
200 | 2010" | 2023" | 2040" | 2062 | 20810"| 211'11"| 2155" | 2194" | 2237" | 2333"

210 | 2110" | 2122' | 2139" | 21510" | 2185 | 2214" | 2248" | 2286" | 2327" | 24110"
220' | 2100" | 2220" | 2237" | 2257" | 2280" | 23010"| 2341" | 2378" | 241%8" | 2506
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